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Prime Water® In Line Filters Prime Water has pioneered capillary membrane 
technology since 1998 and has since then developed 
many membrane based products for point of use water 
sterilization. 
The Prime Water® In-Line filters consist of a permanent 
housing with a disposable membrane micro filter inside.

Designed to protect water lines and dispensing points 
from becoming micro-biologically contaminated, they are 
especially suited for applications where lack of space is 
a critical issue. In particular drinking water dispensers,  
under the sink RO systems and water lines of RV’s. 

Features:

Unparalleled removal of micro-organisms

High flow rates at low pressure requirements

Small size fits most existing dispensing equipment

100% effective during service life

Optionally available with ultra filtration membranes
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Capillary membranes 



In Line Filters MF 5/1 - MF 8/1
The Prime Water In-Line MF5/1 comprises a permanent 
housing with a disposable membrane micro filter  inside.

Its small size and push in fittings allow easy installation 
even inside existing water systems. The micro filtration 
membranes prevent the application from becoming micro-
biologically contaminated. 

Only the membrane cartridge will be replaced after the flow 
has been reduced to an unacceptable level over time. 

Features:

• Unparalleled removal of micro organisms like E.Coli, • Unparalleled removal of micro organisms like E.Coli, 
Crypto, Giardia through very narrow pore size control 
(0.15 µm max.)

• High flow rate at low pressure requirements

• 100% effective during service life.

• Easy fit through 8 mm push in connectors
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In Line Filters MF 5/1 - MF 8/1  - specifications

Membrane: Hydrophilic capillary micro filtration membranes 0.15 µm absolute pore size, 
with automatic air evacuation

Retention: 99,9999% (log 6) of bacteria and cysts

Housing: C-PVC with PVC end caps

Connectors: HIPS 8 mm push in

Flow rate: 5 L/min at 2 bar (MF 5/1)

8 L/min at 2 bar (MF 8/1)

Service life: Depends on level of pre-filtration; usually 6 months

Max. pressure: 6 bar (88 psi ) operating pressure

Max. temp: 40°C (140°F) operating temperature

Size MF 5/1: 33 x 200 mm (housing + connectors), part no. SH 1305 1501

Size MF 8/1: 33 x 275 mm (housing + connectors), part no. SH 1308 1501

CH 1005 1501: MF 8/1 replacement filter

CH 1008 1501: MF 8/1 replacement filter
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